## PV5 Series Anti-vandal Switch



Applications / Markets



## Specifications

Electrical Rating: 2A, 36VDC
Mechanical Life: 1,000,000 Cycles
Electrical Life: 200,000 Cycles
Contact Resistance: $50 \mathrm{~m} \Omega$ Max.
Insulation Resistance: $1000 \mathrm{M} \Omega \mathrm{Min}$.
Dielectric Strength: 2,000VAC
Operating/Storage Temperature: $-25^{\circ} \mathrm{C}$ to $55^{\circ} \mathrm{C}$
Travel: 2.50 mm
Moisture Protection: IP65
Contact Arrangement: SPST Off-(On)
Actuation Force: 5 N
Panel Thickness: 1-5mm
Mounting Nut Torque: 0.3 Nm

## Features \& Benefits

- Multiple actuator finish options
- Solder or screw termination options
- Raised or domed actuator options
- IP65 rated


## Part Number Configurator



$\qquad$

Body Dimensions - Nickel,
Black anodized or Stainless


Panel Cutout

## Screw Termination



7.40 [. 291 in ]


## Actuator Options

Nickel or Stainless


Domed Actuator


Raised Actuator

Black, White, Yellow, Blue, Green or Red


Domed Actuator


Raised Actuator

