Division of Circuit Interruption Technology, Inc.

n“us RoHS Compliant
E222871

[lluminated Rocker

Specifications

Electrical Ratings Switch Function SPST llluminated, DPST, DPDT
2 position switch | 20A @ 120VAC Electrical Life 10,000 cycles typical
16A @ 250VAC General Purpose Contact Resistance <50mQ initial
1hp @ 250VAC; 3/4 hp @ 125VAC Dielectric Strength 1500Vrms min
3 position switch | 15A @ 125VAC Insulation Resistance |>100MQ min
10A @ 250VAC General Purpose Operating Temperature | -30°C to +80°C
. Storage Temperature | -30°C to +80°C
Materials
Housing 6/6 Nylon
Actuator 6/6 Nylon, PC llluminated
Contacts Silver Alloy
Terminals Brass, Silver Plated
Lamp Neon or Tungsten

Ordering Information

1. Series

2. Number of Poles
1 = Single Pole **llluminated only
2 = Double Pole **Not available illuminated,
contact factory

4. Housing Color
1 = White
2 = Black
9 = Gray

6. Actuator Marking
A D
B E
C F

8. Terminal Options
C = .250” Quick Connects / Solder Lug
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Dimensions shown in mm. Dimensions are shown for reference purposes only. Specifications and availability subject to change without notice.
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Dimensions shown in mm. Dimensions are shown for reference purposes only.

Switch Function
Function Position 1 Position 2 Position 3
1* OFF NONE ON
2 OFF NONE (ON)
3 (OFF) NONE ON
_ 1950 | o1
2.00 ' L77] Terminals - - 2~ 2:
4 ON NONE ON
5 ON NONE (ON)
6 ON OFF ON
7 (ON) OFF (ON)
6.35
11% 8 ON OFF (ON)
[4s) inals | 1~1b B 1~1a
2170 | TYP \re”“\ 2~2b 2~2a
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Neon Lamp - SPST

DPDT
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Tungsten Lamp - SPST
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Actuator Marking Options

Dimensions shown in mm. Dimensions are shown for reference purposes only.
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Panel Cut Out
X
Panel Thickness X
0.75~1.25 30.0 ~ 30.2
22.25+.05 1.25 ~ 2.00 30.2 ~ 30.4
[.876+.002]
2.00 ~ 3.00 30.6 ~ 30.8
Panel cut out material thickness : 0.7mm ~ 3.0mm
Terminal Options Sealing Boot
o) o) i i i
O O
' 140 | 1140
6.35x0.80 [0.452]6 6[8 49)
[0.25x 0.30] [1.05]
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